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Notes:  
1.



Removal of Waterþow Switch

•  
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Retard/Switch Assembly Replacement (See Fig. 7)
1.	 Make sure the ýre alarm zone or circuit connected to the waterþow switch is bypassed or otherwise taken out of service Disconnect the 

power source for local bell (if applicable).
2.	 Identify and remove all wires from the waterþow switch.
3.	 Remove the (2) mounting screws holding retard/switch assembly to the base. Do not  remove the (2) retard ho sing screws. 
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Beschreibung
Bei dem Modell VSR-EU handelt es sich um einen Fl¿gelrad-Strº-
mungswªchter f¿r den Einsatz in Nasssprinkleranlagen. Dieser ist 
UL-gelistet und FM-zugelassen f¿r die Verwendung an Stahlrohren der 
Nennweiten 10 bis 40, GrºÇen 50 mm bis 200 mm (2" bis 8"). LPC-zu-
gelassene GrºÇen sind 50 mm bis 200 mm (2" bis 8"). Siehe Tabelle 
ĂBestellinformationenñ.
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Hinweise: 
1.	
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Austausch der Baugruppe aus Verzögerungseinheit und Schalter (siehe Abb. 7)
1.	 Vergewissern Sie sich, dass die Brandmeldezone oder der Stromkreis, der mit dem Strºmungswªchter rnᵜmuhtrnwiὴs, e


