
� & �R� Q �G� X � L �W��
� ( � Q �W�U�D � Q �F� H �V

� 7� Z �R� � �N� Q �R�F�N�R� X �W�V�� �S�U�R�Y�L �G� H �G� � � I �R�U� � � � � � � � � � � � �F�R� Q �G� X � L �W�� � � � , � Q �G� L �Y� L �G� X � D �O� �
�V� Z � L �W�F�K� � �F�R�P�S� D �U�W�P� H � Q �W�V�� �V� X � L �W�D �E�O� H � � � I �R�U� � �G� L �V�V� L �P� L �O� D �U� � �Y�R�O�W�D � J � H �V

� & �R� Q �W�D �F�W�� � �
�5� D �W�L � Q � J �V

� 7� Z �R� � �V� H �W�V�� �R� I � � � 6 � 3 � ' � 7 � � � � � ) �R�U�P� � � & � �
� � � � � � � � � �� $ �P�S�V� � � D �W�� � � � � � � � � � � � � � � � 9� $ � &
� � � � � � � �� $ �P�S�V� � � D �W�� � � � � � 9 � ' � & � � � � �5� H �V� L �V�W�L �Y� H
� � � � � � �P� $ �P�S�V� � �P� L � Q � � � � � D �W�� � � � � � 9 � ' � &

� ( � Q �F�O�R�V�X �U� H
� & �R�Y� H �U� � � � � � � :� H � D �W�K�H �U� � � 8 � 9 � � � ) �O� D �P� H � � �5� H �V� L �V�W�D � Q �W�� � + � L � J �K� � � , �P�S� D �F�W��
� & �R�P�S�R�V�L �W�H
� % � D �V� H � � � � � � � ' � L � H � � �F� D �V�W�� � D �O� X �P� L � Q � X �P

Environmental 
Speciýcations

NEMA 4/IP54 Rated Enclosure suitable for indoor or 
outdoor use with factory installed gasket when used with 
appropriate conduit ýtting. 
Temperature Range:  40ÁF - 120ÁF, (4.5ÁC - 49ÁC) - UL

Flow 
Sensitivity 
Range for 
Signal

4-10 GPM (15-38 LPM) - UL

Maximum 
Surge 18 FPS (5.5 m/s)

Service 
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Maintenance
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Remarques : 
1.
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Entretien




