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Installation
The Potter PS15 Series Supervisory Pressure Actuated Switches are 
designed primarily to detect an increase and/or decrease from normal 
system pressure in automatic ýre sprinkler systems. Typical applications 
are: air/nitrogen supervision in dry pipe and pre-action systems, pressure 
tanks, air supplies, and water supplies. The PS15-2 has two switches. 
The Low switch is factory set to activate at approximately 0,69 BAR 
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Wiring Instructions
1. 
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Typical Electrical Connections
Fig 4

Low Pressure Signal Connection
Fig 5
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Eigenschaften
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Typische Sprinkleranwendungen
Abb. 3



 PAGE 8 OF 8

Bei diesem Druck¿berwachungsschalter handelt es sich um das von 
Potter Electric Signal Company, St. Louis, MO., gefertigte Modell 
PS15, das gemªÇ den Abbildungen und/oder Angaben in diesem 
Dokument in einer Sprinkleranlage installiert werden soll.
Die Schalter verf¿gen ¿ber einen Druckstutzen (1/2" NPT 
AuÇengewinde), der systemseitig in die Luftzufuhrleitung eines 
Absperrventils zu integrieren ist.  Ein Druckablassventil (Modell 
BVL von Potter Electric Signal Company, St. Louis, MO., oder ein 


