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Description

The Potter SignaLink™ Bridge is a fully supervised wireless bridge

designed to be attached to any non-explosion-proof dry contact sprinkler

monitoring devices. It removes the need to hard wire sprinkler devices

to each other, and operates on a 2.4 GHz frequency. Devices are able to

communicate with each other up to a maximum of 800’. All enclosures are

weather and UV resistant polycarbonate. There are no external antennas.

The antenna is incorporated into the circuit board of each device.

Transmitter Model WTX-M

The transmitter enclosure has a threaded nipple, O-ring and locking nut10 (0 ( )JJETEMC /P A.ang (en-US)/MCID103 BDC BT0.31 Tw 8.75 0 0 8.75 38)86.5411
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Device Pairing
The Potter wireless devices do not require any programming to operate. The only requirement is to pair together the devices that will communicate with
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WRX-R - Receiver

The Receiver provides a dry contact output allowing it to be monitored by any zone or monitor module of any yre panel as just a dry contact input.
The Receiver follows the status of the transmitter so it does not have to be manually reset after activation. When the device connected to the transmitter
restores to normal, the transmitter will send a restoral signal to the receiver causing it to restore to normal.

The Receiver provides three terminals for connection to the FACP, see yg 2. Connect the EOLR from the FACP across the COM and EOLR terminals.
Connect the zone from the FACP across the COM and NO terminals. The EOLR and NO terminals are connected internally by a failsafe relay contact
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(2/5 IIRP ¢H Battery

panel zone Compartment Battery
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WR - Wireless Repeater & WRX-R - Wireless Receiver
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