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Potter  Electr ic Signal  Company,  LLC   •    St .  Louis,  MO   •    Phone- T c i325-3936O   •   

Operating 
Temperature 0°C-49°C (32°F-120°F)

Operating 
Humidity 
Range

10%-93% @ 30°C (86°F) noncondensing humidity

Description
7KH�))7�)-�LV�D�¿UHPDQ¶V�SKRQH�MDFN�WR�EH�ORFDWHG�DW�VWUDWHJLF�DUHDV�LQ�
D�EXLOGLQJ�IRU�WZR�ZD\�FRPPXQLFDWLRQ�EHWZHHQ�WKH�UHPRWH�DUHD�DQG�
the FFT- 1000. 
,Q�RSHUDWLRQ��DQ�))7�5)+��5HPRWH�)LUHPDQ¶V�+DQGVHW��LV�SOXJJHG�LQWR�
DQ�))7�)-��)LUHPDQ¶V�3KRQH�-DFN��ZKLFK�ZLOO� ULQJ�DW� WKH�))7�������
7KH� RSHUDWRU� FDQ� WKHQ� SLFN� XS� WKH�PDVWHU� KDQGVHW� DW� WKH�))7�������
VHOHFW�WKH�FRUUHVSRQGLQJ�VZLWFK��DQG�HVWDEOLVK���ZD\�FRPPXQLFDWLRQ�
ZLWK�WKH�UHPRWH�KDQGVHW�

7HFKQLFDO�6SHFLÀFDWLRQV

Features
•	 )LUH¿JKWHU¶V�SKRQH�MDFN




