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The warnings in this manual cover the most known potential hazards, but by deýnition cannot be all-inclusive. If the user employs 
an operating procedure, item of equipment, or a method of working that is not speciýcally recommended by Potter Electric Signal 
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Figure 3: Typical NGP-2200D-M2/M3/M4/M5 Internal View
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9. Install the included 10 ft 3/8ò OD tubing from separator on air 
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16. The nitrogen generator is now ready to ýll the ýre sprinkler 
system to the desired supervisory pressure.

17. Open the ball valve at the nitrogen storage tank outlet.

18. 



219. 
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6. 
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10. On the second cycle, open the Nitrogen Test Port Valve 
(Green Handle) located on the inside of the cabinet.

11. Turn on the Nitrogen Analyzer. See Figure 32. For more in-
formation on the Nitrogen Analyzer 
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11. Nitrogen Generator Alarms/Troubleshooting
The nitrogen generator has 7 alarms. If an alarm is activated, the alarm light will turn red on the outside of the cabinet and the 
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Issue: The air compressor does not turn on. 
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14. Nitrogen Membrane Check
1. 
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Filter Replacement
To replace the ýlters in the generator cabinet: 

1. Isolate the nitrogen generator and relieve pressure. 

2. Disconnect the power to the nitrogen generator. 

3. Unscrew the bowl from the ýlter body by pushing the black lever down and twisting. This can be done without 
disconnecting the dralac! ӿӏ̾









36

Manual: NGP-2200D-M2/M3/M4/M5

Code Meaning Corrective Action

E02 No sensor attached
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19. Wiring Diagram
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NGP-2200D-M4 NGP-2200D-M5

NGP-2200D-M2 NGP-2200D-M3
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NGP-2200D-M4 Cabinet and Air Storage Tank with Lubricated Air Compressor Dimensions

 28 3/8 "  

AIR TANK
PRESSURE
GAUGE

PS-1 PRESSURE SWITCH

SEPARATOR

CHECK VALVE

AFTERCOOLER

DRAIN CONNECTION
3/8" OD TUBING,

PUSH TO CONNECT
(PIPE TO FLOOR DRAIN) 
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GENERAL PROVISIONS & LIMITATIONS


