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AUX Functions
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Table 3: 
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Refer to table below for a breakout of the different wiring requirements shown by circuit type:
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Cabinet Wiring Connections
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Battery Circuit Calculations
Before selecting the battery, it is important to determine the minimum size batteries for standby and alarm times desired for each 
application. 
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Main Supply Circuit
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Section 3: Installation

This section addresses installation procedures for Input Circuits 1–6, the NAC, the on-board DACT, and the optional RA-6075 
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Menu Navigation Keys
The arrow keys allow you to scroll or move through the control panel menus. The Enter and Esc 
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Status LEDs

却慴畳⁌䕄猀
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Section 5: Programming

This section addresses programming options and their parameters, provides an overview of the programming process, and 
addresses how to use the two programming methods: (1) the LEARN function, and (2) the remote computer programming 
process. The LEARN function allows the addition and removal of remote annunciators.

This section also includes procedures on uploading and downloading configuration data using the SDQHO�FRQ¿JXUDWLRQ�VRIWZDUH. 
Please refer to this section to learn how to navigate within the software, access and modify programming settings, such as the 
system clock, displaying events, and programming optional remote annunciators or the IP Communicator, if installed.
 
Programming Options
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Programming Overview
The LEARN function is available through the control panel, and is an efficient way to automatically configure remote 
annunciators. LEARN
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The following series of messages display on the LCD:

Notes:
•



5-26

PFC-6006 • 5403559 • REV H • 6/24

Transferring Data
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Program Icons
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Programming Functions Overview
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System E-n1u84 ctions39
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3.	 Select one or more e-mail address using one of the following options:
•	 Choose "Use Default” to select the address entered in “General Options” (as shown below). 
•	 Choose "Browse List" to scroll through and select one or more e-mail addresses entered in the “E-mail Reporting”  

section of the software. 
•	 Choose “Specify New” to enter additional e-mail addresses, if needed.

Figure 45. Example of the General Options Window - Default Outgoing E-mail Address

E-mail Report Requested from PC

To request a report from a remote PC: 
1.	 Open or create a new e-mail.
2.	 In the 
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Receiving E-mail Status Reports
When a system status (Alarm, Supervisory, Trouble events) e-mail is received, the body of the e-mail contains the information 
entered in the “Job Details” section of the software (as shown below655.04 Tat occur 1 . 
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Creating E-mail Reminders

E-mail reminders are fully customizable e-mail messages that may be sent based on a predefined schedule. The e-mail subject 
and body are defined by the installer, and they may choose to attach the History reports. Up to eight separate e-mail reminders 
can be created to be sent on a daily, weekly, monthly or yearly schedule. 

Figure 50. Example of the Email Reminder Window

To create Reminder emails:
1.	 Select the Email Reminders option on the panel menu.
2.	 Click a Schedule option, i.e., Yearly, Monthly, Weekly or Daily.
3.	 Select the specific scheduling frequen�
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Zone Attributes
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6.	 Go to the “=RQH�&RQ¿JXUDWLRQ´�ZLQGRZ, to view all available zones. 
Figure 56. ([DPSOH�RI�&RQ¿JXULQJ�0XOWLSOH�=RQHV

  

&RQ¿JXULQJ�=RQHV
The next step is to customize a zone’s attributes, which includes changing the name, selecting type of zone, and other 
characteristics (i.e., constant, double time 
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Input Circuit Functions

The IDC's ("Conventional Inputs") default to specific functions as shown in the 2nd table below; however, they may be 
reconfigured and renamed, based on the following configuration functions:
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To conýgure a single
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3.	 Drag and drop selected points from the Points' window to the “Device” window. The selected points display in the 
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Group by Area
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IP Reporting Accounts
The "IP Reporting Accounts" section is used to program the IP Communicator operations and to customize the format of the 
reporting accounts. You may choose different settings for Alarms, Troubles and Supervisory conditions. Up to five (5) primary 
or secondary accounts may be con�奰MȀ儐
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	y Click on the Primary / Secondary Account Settings Account Settinthe 





7-64

PFC-6006 • 5403559 • REV H • 6/24



7-65

PFC-6006 • 5403559 • REV H • 6/24

Appendix B – Modem Connectivity Setup

If your computer uses a modem for connectivity to the panel, choose the Options – Communications menu option. Next, select 
“Modem” as the transfer medium, and specify the modem com port. In rare instances, a modem may also require an initialization 
string. Refer to your manufacturer’s instructions for this information.

To setup a modem:
1.	 Select Options – Communication.
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Appendix C – System Maintenance and Testing

Acceptance Test
The control panel is required to be installed in accordance with local and state builTren-Aesce anNFPA05  (st
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Appendix D – Compatible Points Table
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Appendix E – Compatible Smoke Detectors Table
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Detector Model ,GHQWL¿HU
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