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INS-1500/2000 Nitrogen Tank View
Fig. 3

1. 1/2" FNPT N2 Tank Inlet Valve (V02)
2. Nitrogen Tank Pressure Gauge
3. Pressure Safety Valve (PSV01)

4. 1/2" FNPT N2 Tank Outlet Valve (V03)
5. N2 Tank Drain Ball Valve
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1. On arrival, do a full inspection by checking all packages and crates in the shipment for damage. 
2. 
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Wiring of the Nitrogen Generator
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1. 
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8. The amber LED labeled "BYPASS" will activate if the pressure is less than 55 psi in the nitrogen tank.
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1. To ensure the nitrogen generator is operating correctly and that the correct nitrogen purity is being produced a functional test 
must be performed.

2. On the inside of the nitrogen cabinet locate the blue N2 Bleed Valve (V04). See Fig 28. 

3. Slightly open the blue N
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Potter IntelliGen™ Nitrogen Generators are designed to provide maintenance alerts that ensure the long life of the nitrogen 
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1. Power o  the nitrogen cabinet using the Control Power Only Switch located on the right side of the cabinet.
2. Power o  the air compressor using the customer supplied electrical disconnect switch.
3. Isolate the nitrogen generator from the sprinkler system by closing the N2 Tank Outlet Valve (V03) located on the nitrogen 

tank. See Fig. 37.

4. Open the blue N2 Bleed Valve (V04) located near the Nitrogen Sample Port (SP) and begin draining pressure from the 
nitrogen tank. See Fig. 38.

5. Open the black handled valve located on the Activated Carbon Filter (F03) and begin draining pressure from the air tank. See 
Fig. 39.

• Adjustable wrench

• Channel Lock

• Rag

• Filter Element Replacement Kit (#0090262)

• Compressor Oil and Air Intake Filter Kit (#0090212)

Tools Needed:
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18. Locate the four (4) ýlters on the inside of the nitrogen generator cabinet. See Fig. 44.
Note: The Water Separator labeled WS01 does not have a replaceable element.

19. Disconnect the drain tubes from the ýlter bowl by pushing up on the plastic releasing collar and pulling down on the tube. 
See Fig. 45.

Fig. 44

Filter Elements:

Fig. 45
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A maintenance alert is noncritical to the operation of the nitrogen generator. The maintenance light will turn on and a maintenance 
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A trouble alert is a critical alert to the operation of the nitrogen generator. The t5Bght will turpern andlerA troublewill 38
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Trouble Alert #5 - Excessive Membrane Cycling

Trouble Alert #6 - Nitrogen Generator Cannot Keep Up While in Nitrogen Generatangradeg

Trouble Alert 75 - Excesn NitrogenDemand (SprinkAle System Leak Rate- Excessiv)g
Trouble Alert 95 -Maintenanceg

Trouble Alert  10- Hardware Failure Detectedg
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Normal Operating Parameters of the INS-1500 and the INS-2000
The Potter IntelliGen™ Nitrogen Generators use a two tank system design to deliver high purity nitrogen to the ýre protection 
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Nitrogen Generator Leak Detection System
EacQ7otter Intelli Ge2
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1. 



52

2. Menu Tree 2
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3. Menu Tree 3

Main Menu

2) View History
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4.
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6. Menu Tree 6
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7. Menu Tree 7


