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Section 2: Hardware/Software Requirements

PC/Server Requirements
The IntelliView Link runs as a windows service on a Windows®  10 PC. IntelliView link is a software product, and the PC 
platform is provided by the customer.
Minimum OS Requirements

• WindowsÈ 10 Professional, 64-bit, English (USA)
Minimum Hardware Requirements

• IntelÈ i5 (or equivalent) 2.6 GHz 
• 128GB Solid state drive 
• 8GB RAM 
• 4 USB ports 
• USB keyboard 
• USB mouse 
• 

• 
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IntelliView Link Subscription Information
IntelliView Link o ers a Standard subscription and a Premium subscription. The Standard subscription is free with limited 
features. The Premium subscription o ers more features as seen in the table below.
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IntelliView Link utilizes a software-based license system that requires connectivity to the internet during installation. It 
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Figure 2. All Necessary Software Installed

When installation is complete, click the ñFinishò button.  The IntelliView Link Registration window will automatically open.  Go 
to the Software Registration section in the manual to proceed.

Figure 3. Installation Complete
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Section 5: Software Registration
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Section 6: Create IntelliView Account

IntelliView Link is a web portal that allows the ýre panels to communicate with the Potter cloud server (www.potterintelliview.
com).  You will need to create an account in Potter IntelliView prior to completing the setup of the IntelliView Link. 

1. 
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Section 7: Software Setup

This section covers how to conýgure the IntelliView Link and ensure all active ýre panels are connected to it.
After the registration, the following IntelliView Link Conýguration" ink(iet.
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Test & Inspect 
Initiation Device Report Generator
Potter Test & Inspection Initiation Device Report Generator is an automated way 
to create the NFPA-72 Initiating Device Supplementary Record of Inspection and 


