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1.1	 Before You Begin
About this Guide
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1.3	 Programming Menu
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1.6	 Special Keys
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2.1	    INITIALIZATION 	 Initialization
The Initialization function allows you to set the panel programmed memory back to the factory 
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3.1	 COMMUNICATION 	 Communication
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4.1	 REMOTE OPTIONS 	 Remote Options
This section allows the information needed for Remote Command/Remote Programming 
operation to be entered. A description of the Remote Options follow.
Note: A complete functional checkout of the panel is required following any programming or 
reprogramming.

4.2	 RMT KEY: 	 Remote Key
This option allows you to enter a code of up to eight digits for use in verifying an alarm or 
service receiver authority to perform a remote command/programming session. The receiver 

4.2	
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6.1	  OUTPUT OPTIONS 	 Output Options
This function allows you to program the panel Bell Output functions and certain Output options 
for the Form C relays and annunciator outputs. Form C relay outputs are available on the panel 
6-position terminal strip. Annunciator outputs (open collector) are available by using the 4-wire 
output header on the PFC-7500/PFC-7501 board. Refer to the PFC-7500/PFC-7501 Installation 
Manual (Stk# 8910227) for complete information. A description of each output option follows:

6.2	 BELL CUTOFF:		 15 	 Bell Cutoff Time
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7.1	 ZONE  INFORMATION 	 Zone Information
This allows you to define the operation of each protection zone used in the system.

A description of each programming option follows:

7.2	 ZONE  NO:    – 	 Zone NumberZONE  NO:    –  Zone Number
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7.9	 SWGR BYP:	 NO	 YES 	 Swinger Bypass
YES allows the zone to be bypassed by the panel after three alarm, trouble, or local trips within 
one hour. Selecting NO disables swinger bypassing for this zone.

After the first trip, if the zone does not trip two more times within an hour, the bypass trip 
counter returns to zero. To automatically bypass it, the zone must trip a full three times within a 
subsequent hour.

A report of the swinger bypass is automatically sent to the receiver. Keypads on the system 
display the zone name followed by – BYPAS until a Sensor Reset is performed or the zone 
automatically resets when Reset Swinger Bypass is enabled.

7.10	
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10.1	 Keypad Status List
The Status List is the current status of the system or records 
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10.4	 Walk Test
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