


• All installations should comply with local regulations
• For detectors appro





3. Wiring Diagrams















14. Manual Fire and Fault Tests
After installation or cleaning, it is recommended that a manual Fire and Fault test is
performed:

Fire Test: Cover the Reflector slowly so that it takes longer than 5 seconds to cover. The
System Controller will signal Fire to the Fire Control Panel after the delay to fire has expired
(10s default)

Fault Test: Cover the Reflector completely wi
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19. Cleaning the System
The system will automatically compe
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20. Troubleshooting





Motorised Infrared
Optical Beam Smoke Dete



1. Multiple Zone Wiring
When using more than one System Controller on a single zone of a conventional Fire Control
Panel (FCP), it is important to choose the correct method of wiring. Incorrect wiring may result
in a Controller isolating subsequent devices on that zone if it enters a Fault condition, and may
prevent these subsequent devices signalling a Fire





2. Event Logger
The System Controller contains a logging function which will store information for the most
recent 50 events on each Detector.

For each Fire or Fault activation, the controller will store:

If there have been powerreb



2. Event Logger (continued)
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Press left to access older
events, and right to access





4. Troubleshooting - HOME
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If it is not known where the beam is pointing, use Home Position totomatia see hi frred bem to ppoimate the ente f i t rhe f me m teres

m











9. Menu Layout - Detector Settings




