








Notice for all UDACT-9000 Sold in Canada:

Potter's UDACT-9000 Digital Communicator described in this manual are listed by Underwr
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Mechanical Installation and Dimensions

Connections and Settings
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Power Up Procedures

1. Unplug Fire Alarm Panel.

2. Connect cable from P2 on the UDACT-9000 board to the Fire Alarm Panel. Check the Fire Alarm manual for the
UDACT-9000 cable location.

3. Hook up the CFG-5000 Configuration Tool to P4 on the UDACT-9000.

4. Hook up the telephone lines and telephone as shown on page 4.
For test purposes only
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The following screens for telephone Line 1 will appear,

Enter 4-6 digit ID#
Account ID:
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[Dialling Station . . .]
Date  Time

If the screen stays in the Dialling Station mode, then the telephone number of the receiving station may have been inputted
incorrectly, otherwise the next screen is,

Digital Communicator
[Wait for rcvr ACK]
Date  Time

If the screen stays in the Wait for receiver acknowledge mode, then the receiver may not be compatible, otherwise the next screen is,

Digital Communicator
[Reporting event . . .]
Date  Time

The next screen is,

Digital Communicator
[Waiting for KISS]
Date  Time

If the screen stays in the Waiting for KISS mode, then you should contact our Tech Support, otherwise when the test is complete the
CFG-5000 this screen will appear,

Digital Communicator

[DACT isidle. . ]

Date  Time

Press any key to start login procedure . . .
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Reporting Formats

The UDACT-9000 works by eavesdropping on status communication messages within the PFC-9000 fire alarm system. As a
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