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GuardianA™ 
Class A Public Safety BDA
For First Responders



FCC NOTICE
The TowerIQ Guardian A signal booster is Class A booster. Under Section 90.219(d)(5) of the Commission’s rules, all Part 90 Class A signal 
booster installations must be registered with the FCC. 

NOTE: This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15 of the FCC Rules. 
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BDA Interface & Connections

2.2 RF Interfaces (A
0.0A1)
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2.5 VSWR Alarm Trigger Criteria
The VSWR Alarm is triggered under the following:
•	
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BDA Interface & Connections

2.6 Oscillation Detected Alert Trigger Criteria
The Oscillation Detected Alert is triggered under one (or more) of the following conditions:
•	 The isolation between outside.
-ID ae.
d intside.
-ID ae isnot enough.:
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BDA Interface & Connections

2.9 Ethernet Interface

Male Connector used to transfer to internet or ethernet
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Planning the Installation

Note: You may need to obtain a permit from your local building department to install the BDA and antennas. Check your local building and/or electrical codes.

3.7 Need Help?

If you need help planning your installation, contact a qualified installer, the reseller who supplied you with the BDA, or TowerIQ:

Call: 844-626-7638, 7 a.m. to 5 p.m. PST, Monday – Friday
Email: 
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4.4 Mounting the BDA
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5.2 DIP Switch Configuration
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Configuration and Testing

Additive combination effa1s:g

•2 2
Switch2 1(1 dB) + Switch221(2 dB) = 3 dB attenunatio2

•2 2
Switch2 1(1 dB) + Switch221(2 dB) + Switch231(4 dB) = 7 dB attenunatio2•2 2Switch2 1(1 dB) + Switch221(2 dB) + Switch231(4 dB) + Switch241(8 dB) =  15dB attenunatio2
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 Sentry Configuration & Monitoring

CHAPTER 7: SENTRY CONFIGURATION & MONITORING
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 Sentry Configuration & Monitoring

7.5 Device Registration
Connect the device to the networked client computer with a USB cable as described 
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