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Mechanical Installation and Dimensions

The UDACT-9100 board is a single PCB assembly, which is a replacement for the UDACT-9000. Any reference
pertaining to the UDACT-9000 regarding mechanical mounting can be adhered to. Its mechanical installation is
determined by the Fire Alarm Control Panel (FACP) it will be installed in, and is described in the appropriate FACP
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Connections and Settings
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Field Wiring

UDACT-9100 MAIN BOARD TERMINAL CONNECTIONS:
Wire the two telephone lines to RJ31X Connector terminals as shown in Figure 3 below. The UDACT-9100
terminals are located on the top left hand corner of the board. If using a cellular or wireless service, use the Line 2
interface connection only.

Figure 3: Telephone Line Wiring Diagram

Note:
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Configuration & LCD Operation
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1. View Event Log

Pressing the “INFO” key provides more information about the displayed event. The illustration below provides an 
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3. Test Dialer (Command-Menu)

Dialer Test Messages
The following messages will display during the test processes of Lines #1 and #2. The messages that will appear 
depend on the status of the dialer and the test results that are found.



Configuration & LCD Operation

14

Dialer failed to detect Ack tone.  This message 
indicates that either the telephone number may be 
wrong or the receiver is not available.

Sending events to the receiver.

The dialer is waiting for the Kissoff tone. The 
Kissoff tone indicates that the receiver has 
received the event reports.

No Kissoff means dialer did not detect Kissoff 
tone.

 The line passed the test; everything is OK.
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4. Config Info (Com8(15Menu)o)Tj-
6.89-33.1850 TD
-.0001 Tc
-.0004 Tw
5. Verstion Info
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2. Telephone Line Menu

3. Report Options Menu

Command Menu/Dialer-Config/Telephone Line
1. Line#1 Dialing Type

[X] DTMF Dial->Def

[ ] Pulse Dial

Set the dialing type for line #1 
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CommandMenu/DialerDConfig/Report Options

1.Alarm priority
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 4. Time Parameter Menu

Command Menu/Dialer-Config/Time Parameter

1.AC Loss delay
0 ->Default

Use this function to delay the 
reporting of AC loss trouble on 
the dialer for the programmed 
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Command Menu-->Dialer-Config

5.  Dialer Enable/Disable

6.  Ring Detection

10. Exit (Command-Menu)
Pressing “ENTER” after selecting “Exit from the main menu will return the UDACT-9100 to normal.

Command Menu/Dialer-Config/Enable/Disable

[X] ENABLE ->Default 

[ ] DISABLE

The dialer is enabled by 
default. When the dialer is 
enableer is enabled by 
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ADEMCO CONTACT-ID
UDACT-9100
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SECURITY INDUSTRIES ASSOC. SIA-DCS

UDACT-



Compatible Fire Alarm Control Panels

26



UDACT-9100 Dialer Installation and Operation Instructions

27

Specifications

All Circuits are Power Limited

UDACT-9100 Digital Communicator
•Connects to two Telephone Lines and performs line supervision.

•Connects to a Potter FACP via a ribbon cable. This connection provides DC power, RS-485 Data Link, common 
relay connections and all other signalling between the Communicator and the FACP.

•Transmits Zoned Alarm, Supervisory, and Trouble status to a Central Monitoring Station, using either Ademco 
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Warranty





Notes








